










































D05 SubplatesD05 Subplates

D05 Side & Back Ported Subplates

Ordering Information D05 Subplates

Pressure Rating: Aluminum: 3000 PSI

Two 3/8"-16 x 1.25 long cap screws are 

included.

Valve mounting is 1/4"-20 UNC on NPTF & 

SAE subplates.

SSAA 6P6PD05D05 SPSP

A

MATERIAL

D05 NFPA D05 Valve pattern

SERIES

SP Subplate

PLATE TYPE

S

B

PORT LOCATION

6P

8P

8S

3/8" NPTF

1/2" NPTF

-8 SAE

PORT THREADS

Side Ported

Back Ported

6061-T6 Aluminum

SIDE PORTED

BACK PORTED

International Directional Valve Interface Size Cross Reference:
NFPA (USA): Old size:D02, New size:D05
ISO-4401: Size: 05
CETOP-R35H: Size: 5
NG: Size: 10
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D05 SubplatesD05 Subplates

D05 Dual Ported Subplate

Specifications:

Pressure Rating: Aluminum: 3000 PSI

Two 3/8"-16 x 1.50 long cap screws are included.

Valve mounting is 1/4"-20 UNC on NPTF & SAE subplates.

Pressure and tank connections may be brought in either the side or back.  Two plugs are included to 

block unused ports.

The back-located pressure and tank ports are machined to allow plugs to be installed flush.

Ordering Information D05 Dual Ported Subplate 

D05D05 SPSPAA SBSB 8P8P

A

D05

SP SB

6061-T6 Aluminum

NFPA D05
Valve Pattern

Subplate Dual ported

MATERIAL

8P

8S

1/2" NPTF

-8 SAE

PORT THREAD

VALVE PATTERN

VALVE PATTERN
VALVE PATTERN

International Directional Valve Interface Size Cross Reference:
NFPA (USA): Old size:D02, New size:D05
ISO-4401: Size: 05
CETOP-R35H: Size: 5
NG: Size: 10
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D05 Dual Ported Subplate With Relief  Cavity

The 'common' cavity is 

machined to specs. for the 

following manufacturers' 

cavities:

Compact Controls: CP10-2

Delta: 8500-1000

Fluid Controls: SC-316

Hydraforce: VC-10-2

Modular Controls: C-10-2

Parker: C-10-2

Sun relief valves are 

available but must be 

ordered separately.

The Sun cavity is machined 

to specs. for cavity T-10A

Pressure flows into the nose 

of the cavity.  Tank flow is 

out the side.

Ordering Information 

D05 Dual Ported Subplate With Relief  Cavity

D05D05 SPSPAA RVRV 8P8PCC

A

C

S

8P

8S

D05

SP
RV

6061-T6 Aluminum

Common cavity

Sun T-10A cavity

1/2"-14 NPTF

-8 SAE

NFPA D05
Valve Pattern

Subplate
Dual ported

with relief cavity

MATERIAL

RELIEF VALVE CAVITY

PORT THREAD

VALVE PATTERN

VALVE PATTERN
PORTING
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D08 SubplatesD08 Subplates

D08 Side Ported Subplate

Pressure Rating: 

Aluminum: 3000 PSI

Two 1/2"-13 x 1.75 long 

cap screws are included.

Valve mounting is 

1/2"-13UNC on NPTF & 

SAE subplates.

Ordering Information D08 Side Ported Subplate 

D08D08 SPSPAA 16P16POOSS

A

D08

6061-T6 Aluminum

NFPA D08
Valve Pattern

MATERIAL

VALVE PATTERN

12P

16P

16S

20P

20S

PORT THREAD

3/4" NPTF P,T,A,B
1/4" NPTF X & Y
1" NPTF P,T,A,B
1/4" NPTF X & Y
-16 SAE P,T,A,B
-6 SAE X & Y

1-1/4" NPTF P,T,A,B
1/4" NPTF X & Y

-20 SAE ISO 11926
-6 SAE X & Y

O Side Tank Port

VALVE PATTERN

International Directional Valve Interface Size Cross Reference:
NFPA (USA): Old size:D06

New size:D08
ISO-4401: Size: 08
CETOP-R35H: Size: 8
NG: Size: 25

SeriesSeries AA BB CC DD GG LL OOEE JJHH MM PPFF KK NNII

D08SPSO16*

D08SPSO20*

2.00

3.00

6.13

6.50

4.50

5.00

1.19

1.31

2.53

2.33

4.53

4.77

1.00

1.13

1.00

2.38

0.50

0.50

3.53

3.72

5.62

6.00

1.59

1.73

2.25

2.50

3.59

4.17

3.38

3.63

4.94

5.19

VALVE PATTERNPLATE TYPE

SP Subplate

PORT LOCATION

S Side Ported
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D08 SubplatesD08 Subplates

D08 Back Ported Subplate

Pressure Rating: 

Aluminum: 3000 PSI, 

Two 1/2"-13 x 1.50 long 

cap screws are included.

Ordering Information D08 Back Ported Subplate 

D08D08 SPSPAA 16P16PBB

A

D08

SP

6061-T6 Aluminum

NFPA D08
Valve Pattern

Subplate

MATERIAL

VALVE PATTERN

VALVE PATTERN

12P

16P

16S

20P

20S

PORT THREAD

3/4" NPTF P,T,A,B
1/4" NPTF X & Y
1" NPTF P,T,A,B
1/4" NPTF X & Y
-16 SAE P,T,A,B
-6 SAE X & Y
1-1/4" NPTF

1/4" NPTF X & Y
-20SAE

-6 SAE X & Y

B Back Ported

PORT LOCATION

International Directional Valve Interface Size Cross Reference:
NFPA (USA): Old size:D06

New size:D08
ISO-4401: Size: 08
CETOP-R35H: Size: 8
NG: Size: 25

SeriesSeries AA BB CC DD GG LL PPEE JJ NNHH MM QQ RR SS TT UUFF KK OOII

D08SPB16*

D08SPB20*

1.50

2.00

6.13

7.63

4.63

5.00

0.50

0.38

3.53

4.28

5.62

7.25

2.31

0.38

3.44

3.63

--

4.63

1.19

1.44

1.19

1.75

3.44

3.25

3.44

3.56

1.66

1.84

4.94

6.00

1.19

1.63

2.59

3.31

3.53

4.31

4.47

5.78

1.25

1.44

3.38

3.56
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D08 SubplatesD08 Subplates

D08 Side Ported Subplate With Back Tank Port

Pressure Rating: 

Aluminum: 3000 PSI, 

Ductile Iron: 5000 PSI

Two 1/2"-13 x 1.75 long 

socket head cap screws 

are included

The tank port is always 

1" NPTF.

This subplate with ports 

other than NPTF or SAE 

is a custom product

D08D08 SPSPAA 16P16PTTSS

A

D08

SP

6061-T6 Aluminum

NFPA D08
Valve Pattern

Subplate

MATERIAL

VALVE PATTERN

VALVE PATTERN

16P

16S

PORT THREAD

1" NPTF P,T,A,B
1/4" NPTF X & Y
-16 SAE P,T,A,B
-6 SAE X & Y

S Side Ported

PORT LOCATION

T Back Tank Port
always 1"

NPTF

VALVE PATTERN

Ordering Information 

D08 Side Ported Subplate With Back Tank Port

PORT LOCATION

International Directional Valve Interface Size Cross Reference:
NFPA (USA): Old size:D06

New size:D08
ISO-4401: Size: 08
CETOP-R35H: Size: 8
NG: Size: 25

1.50
3.44

2.31

0.50
3.53

7.25

4.63

3.44

2.31

1.66

4.94
1.19

2.59

3.44

3.44

3.44

1.19

1.196.13
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D08 Dual Ported Subplate With Relief  Cavity

The 'common' cavity is 

machined to specs. for the 

following manufacturers' 

cavities:

Compact Controls: CP10-2

Delta: 8500-1000

Fluid Controls: SC-316

Hydraforce: VC-10-2

Modular Controls: C-10-2

Parker: C-10-2

Sun relief valves are 

available but must be 

ordered separately.

The Sun cavity is machined 

to specs. for cavity T-3A

Pressure flows into the nose 

of the cavity.  Tank flow is 

out the side.

Ordering Information

D08 Dual Ported Subplate With Relief  Cavity

D08D08 SPSPAA RVRV 16P16PCC

A 16P

16S

D08

SP RV

6061-T6 Aluminum

NFPA D08
Valve Pattern

Subplate
Dual ported

with relief cavity

MATERIAL PORT THREAD

VALVE PATTERN

VALVE PATTERN VALVE PATTERN

1" NPTF P,T,A,B
1/4" NPTF X & Y
-16 SAE P,T,A,B
-6 SAE X & Y

C

S

Common cavity

Sun T-3A cavity

RELIEF VALVE CAVITY

CIRCUITPLATE TYPE

BOTTOM MOUNTING HOLES, SIZE 20 PORTS ONLY
UNC 0.50-13 x 1.19 DP FOR 20P AND 20S

SeriesSeries

SeriesSeries

AA

NN

BB

OO

CC

PP

DD

QQ

GG

UU

LLEE

RR

JJ

ZZ

HH

WW

MMFF

TT

KK

AAAA

II

YY

D08SPRVC16*

D08SPRVS16*

D08SPRVC16*

D08SPRVS16*

3

3

1.47

1.47

6

6

3.59

3.59

4.5

4.5

5.09

5.09

0.91

0.91

1.87

1.87

1.87

1.87

2.47

2.81

1.68

1.68

1.87

1.87

3.5

3.5

2.56

2.56

2.41

2.41

1.87

1.87

3.47

3.47

5.56

5.56

4.53

4.53

1.25

1.87

3.38

3.38

3.59

3.59

1.25

1.25

0.44

0.44
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